METHOD FOR TRANSMITTING STATE MESSAGE IN CLIENT-SERVER- 
BASED NETWORKED VIRTUAL ENVIRONMENT 

Field of the Invention 

5 

The present invention relates generally to methods of 
transmitting state information in a client-server based 
networked virtual environment, and more particularly to a 
method for transmitting state information in a client- 
10 server based networked virtual environment, in which the 
transmission rate of state renewal information is directly 
or indirectly adjusted with the distance between a client 
and a shared object taken into consideration. 

15 Background of the Invention 

A networked virtual environment refers to a virtual 
space that is simulated by a computer on the basis of data 
distributed throughout a network. In the shared three- 

20 dimensional virtual space, participants freely move through 
the space, and interact with one another face-to-face or 
through the manipulation of a shared object. Networked 
virtual environment technology is applied to a variety of 
fields such as military simulation, joint design, cyber 

25 education, on-line games and so on. 

A conventional networked virtual environment 
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technology supports a small number of participants on the 
basis of peer-to-peer communication architecture. 
Currently, research is under way in which a networked 
virtual environment is constructed on the basis of a 
client-server architecture and supports participation and 
efficient interaction of several thousands or several tens 
of thousands of users. 

As a result, in such a networked virtual environment, 
a server has to deal with several hundreds or several tens 
of thousands of clients, so excessive load is exerted on 
the network in this type of virtual environment. Of 
techniques for reducing such network overload, a dead 
reckoning algorithm and an Area-Of -Interest (AOI) 
management method are representative. 

In the shared space of such a networked virtual 
environment, state messages should be transmitted to allow 
effective interaction between a plurality of participants, 
and data are preferably transmitted at every frame to 
maintain coherency in the states of the server and the 
client. These transmissions demand a sufficient network 
bandwidth, but this demand is not fulfilled in real 
situations. In particular, as the number of participants 
is increased, greater bandwidth is required. 

Accordingly, a server generally samples the state 
renewal information of shared objects (including a client) 
periodically (using a period longer than the period of a 



frame) or occasionally and transmits the sampled state 
renewal information to clients, and the clients receive the 
transmitted state renewal information, renew the state 
information of shared objects and display it. As a result, 
5 when frames to which the state renewal information is not 
transmitted are present, objects are discontinuously moved 
in the virtual environment. 

Accordingly, it is necessary to calculate the 
anticipated data of the frame to which the state renewal 

10 information is not transmitted, which can be implemented by 
the dead reckoning algorithm. In the dead reckoning 
algorithm, clients make predictions using state values and 
the latest variation rate on the basis of state information 
just received, and continuously displays predicted values. 

15 During this process, when new state information is received, 
the clients renew the state information of the shared 
objects and make prediction on the basis the renewed state 
information. Meanwhile, the server transmits state renewal 
information to the clients only when the difference between 

20 the actual state value of the shared object and the 
predicted state value thereof is greater than a certain 
threshold value. Such a threshold value is in inverse 
proportion to the transmission rate of state renewal 
information . 

25 In the AOI management method, the entire virtual space 

of the networked virtual environment is divided into 
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regions of uniform geometrical figure and state renewal 
information for a shared object is transmitted only to the 
clients situated in the regions (AOI regions) including the 
shared object. 

5 An article entitled xx Control mechanism for large-scale 

virtual environment" by Tain-Chi Lu, Journal of Visual 
Languages and Computing, Vol. 10, pp. 69-85, 1999, proposes 
a shared state control algorithm that supplements the dead 
reckoning algorithm. 

10 In the proposed shared state control algorithm, an 

error about a shared state, which can be generated when the 
dead reckoning algorithm is employed, is minimized by 
transmitting all state renewal information to all users 
when the number of current participants is small; while 

15 network load is minimized by using the dead reckoning 
algorithm when the number of current participants is large. 
In brief, in the shared state control algorithm, the 
management of the shared state varies according to the 
number of participants, thus improving the entire 

20 performance. 

In the meantime, in the dead reckoning algorithm and 
shared state control algorithm described above, the 
threshold value (in reverse proportion to the transmission 
rate of state renewal information) is fixed regardless of 

25 the distance between the shared object and the client, and 
in the AOI management method, state renewal information is 
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transmitted at a fixed transmission rate regardless of the 
distance between the shared object and the client situated 
in a corresponding AOI region. 

However, it is reasonable to transmit state renewal 
5 information more frequently to clients far away from a 
shared object than to clients near the shared object. The 
reason for this is that a shared object near a client 
frequently interacts with the client and a client can 
precisely learn the current state of a shared object by 
10 frequent reception of state messages and precisely interact 
with the shared object on the basis of the precise learning 

Summary of the Invention 

15 Accordingly, the present invention has been made 

keeping in mind the above problems occurring in the prior 
art, and a general object of the present invention is to 
provide a method for transmitting state information in a 
client-server based networked virtual environment, which 

20 adjusts the transmission rate of state renewal information 
according to the distance between a client and a shared 
object, thereby reducing the entire transmission rate 
between the client and the server though preventing the 
client from experiencing a reduction in the quality of 

25 service and, consequently, allowing a given server to 
provide service to more clients. 
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A specific object of the present invention is to 
provide a method for transmitting state information in a 
client-server based networked virtual environment, which 
adjusts the period of event occurrence according to the 
5 distance between a shared object and a client, thereby 
directly adjusting the transmission rate of state renewal 
information. 

Another specific object of the present invention is to 
provide a method for transmitting state information in a 

10 client-server based networked virtual environment, which 
adjusts a threshold value according to the distance between 
a shared object and a client, thereby indirectly adjusting 
the transmission rate of state renewal information. 

In order to accomplish the above object, the present 

15 invention provides a method for transmitting state 
information in a client-server based networked virtual 
environment in which a plurality of client computers are 
connected to a server computer through a network, 
comprising the steps of: measuring distances between a 

20 shared object and client avatars corresponding to the 
client computers in the client-server based networked 
virtual environment; and adjusting transmission rates of 
state renewal information from the server computer to the 
client computers according to the measured distances. 

25 

Brief Description of the Drawings 
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The above and other objects , features and other 
advantages of the present invention will be more clearly 
understood from the following detailed description taken in 
conjunction with the accompanying drawings, in which: 

Fig. 1 is view showing architecture of a client-server 
based network system to which a method of the present 
invention can be applied; 

Fig. 2 is a diagram showing a concept of the networked 
virtual environment on the network system of Fig. 1; 

Figs. 3a and 3b are flowcharts showing a method for 
transmitting state information in a client-server based 
networked virtual environment in accordance with a first 
embodiment of the present invention; and 

Figs. 4a and 4b are flowcharts showing a method for 
transmitting state information in a client-server based 
networked virtual environment in accordance with a second 
embodiment of the present invention. 

Detailed Description of the Preferred Embodiments 

Hereinafter, a method for transmitting state 
information in a client-server based networked virtual 
environment in accordance with the present invention is 
described with reference to the accompanying drawings. 

Fig. 1 is view showing architecture of a client-server 



based network system to which the method of the present 
invention can be applied. Fig. 2 is a diagram showing a 
concept of the networked virtual environment on the network 
system of Fig. 1. 
5 A plurality of client computers 30/1 to 30/n are 

connected to a server computer 10 through a network 20. In 
this case, the client computers 30/1 to 30/n are 
represented as client avatars 101 to 104, or virtual 
objects in a virtual environment 100. Reference numeral 

10 109 designates a shared object. The client avatars 101 to 
104 interact with one another face-to-face or through the 
manipulation of the shared object 109. 

Communication traffic generated on the client-server 
based network system is classified into state messages, 

15 event messages and session messages. The state messages 
are used for the clients to notify other clients of their 
states. The event messages are used to announce an action 
performed by a client. The session messages are generated 
when a client accesses or leaves the network based virtual 

20 environment. Of these messages, the state messages occupy 
most of traffic because they are periodically or 
occasionally transmitted. As a client receives more state 
messages, it more precisely learns the current state of the 
other clients. Accordingly, the client precisely interacts 

25 with the other clients, but consumes the more bandwidth in 
the network. 
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Figs. 3a and 3b are flowcharts showing a method for 
transmitting state information in a client-server based 
networked virtual environment in accordance with a first 
embodiment of the present invention. Fig. 3a is a 

5 flowchart of a detailed process performed in the server 
computer. Fig. 3b is a flowchart of a detailed process 
performed in the client computer. 

First, the server computer 10 determines whether an 
event occurs by periodically checking a timer for 
10 generating event messages (S301 to S302). 

If an event message is generated, the distance between 
a corresponding client avatar and the shared object 109 is 
measured using coordinate values. On the other hand, if an 
event message is not generated, the generation of the event 
15 message is checked using the timer (S303) . 

The period of generation of an event is calculated on 
the basis of the measured distance, and the old period of 
the generation of an event of the timer is replaced by the 
calculated period (S304 to S305) . 
20 Thereafter, state renewal information is transmitted 

to a corresponding client computer through the network 20 
(S306) . 

In this case, as the distance between the client 
avatar 101, 102, 103 or 104 and the shared object 109 is 
25 decreased, the period of the occurrence of an event is 
adjusted to be shorter. Accordingly, the transmission rate 



of state renewal information is in inverse proportion to 
the period of the occurrence of an event, so the 
transmission rate of the corresponding client avatar is 
increased . 

For example, when four client avatars 101 to 104 are 
present in the virtual environment 100 and the distances 
between the client avatars 101, 102, 103 and 104 and the 
shared object 109 are as described in Equation 1, the 
periods of the occurrence of an event are also adjusted as 
described in Equation 1. 



PeriodOfEvent avata ,. m < PeriodOJEvent avalar]02 

Equation (1) 

< Pe r iodOfE ve nt avmar] 03 



where PeriodOfEvent ava(arm , PeriodOfEvent ava(arm , PeriodOfEvent avatarm and 
PeriodOfEvent ava(aym are periods of the occurrence of an event 
for client avatars 101, 102, 103 and 104, respectively. 

Accordingly, the transmission rates of state renewal 
information are as described as in Equation 2. 



TransmissionRate avalarm > TransmissionRate Qmmmi 

rLiquarion [z, 

> TransmissionRate avalarm > TransmissionRate avatQJ ^ A 



where TransmissionRate avata) . m , TransmissionRate avatarm , TransmissionRate avaiarm 
and TransmissionRate amtarm are the transmission rates of state 
renewal information for client avatars 101, 102, 103 and 
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104 , respectively. 

In the meantime, the client computers 30/1 to 30/n 
checks whether state renewal information is received from 
the server computer 20 (S351). If state renewal 

5 information is received, the client computers 30/1 to 30/n 
renew state information; while if state renewal information 
U is not received, the client computers 30/1 to 30/n checks 

Fj; whether state renewal information is received from the 

Ji{ server computer 20 (S352 to S353) . 

jf 10 Thereafter, the renewed state information is displayed 

to the clients 30/1 to 30/n (for example, by means of 
M> graphs, three-dimensional objects, figures or the like) 

Hi (S354) . 

p. Figs. 4a and 4b are flowcharts explaining a method for 

15 transmitting state information in a client-server based 
networked virtual environment. Fig. 4a is a flowchart of a 
detailed process performed in the server computer. Fig. 4b 
is a flowchart of a detailed process performed in the 
client computer. 

20 First, the server computer checks whether the shared 

object 109 is varied in state (S401). If the shared object 
109 is varied in state, the server computer calculates an 
error value between a varied actual state value and a value 
predicted by a corresponding client computer (S402 and 

25 S403) . 

Additionally, the distance between the shared object 
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109 and a corresponding client avatar is measured using 
coordinate values, and a dead reckoning threshold value is 
calculated with the measured distance taken into account 
(S401 to S403) . 

The server computer compares the calculated error 
value with the calculated threshold value (S406) . If the 
calculated error value is greater than the calculated 
threshold value, the server computer transmits current 
state information (state value and the variation of state 
value) , that is, state renewal information, to a 
corresponding client computer; while if the calculated 
error value is greater than the calculated threshold value, 
the process proceeds to step S401 and it is checked whether 
the shared object 109 is varied in its state (S406 to S407) . 

In this case, as the distance between the client 
avatar 101, 102, 103 or 104 and the shared object 109 is 
decreased, the dead reckoning threshold value is adjusted 
to be smaller. Accordingly, the transmission rate of state 
renewal information is in inverse proportion to the period 
of the occurrence of an event, so the transmission rate of 
the corresponding client avatar is increased. 

For example, when four client avatars 101 to 104 are 
present in the virtual environment 100 and the distances 
between the client avatars 101, 102, 103 and 104 and the 
shared object 109 are as described in Equation 3, the 
periods of occurrence of an event are adjusted as described 
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in Equation 
state renewal 



1. Accordingly, the transmission 
information are as described as in 



rates of 
Equation 4 . 



Distance avatarm < Distance avatarm 
< Distance avatarm < Distance avataiM 



Equation (3; 



where Distance avataf . m , Distance ava(arm , Distance matarm and Distance avmarm 
are the distances between the client avatars 101, 102, 103 
and 104 and the shared object 109, respectively. 



TransmissionRate ava(arm > Transmissio?iRate avaiat]02 

Equation (4 

> TransmissionRate ava1arm > TransmissionRate ovaiar]04 



where TransmissionRate avatarm , TransmissionRate ava{ar]Q2 , TransmissionRate ava}aim 
and TrammissionRate ava(arm are the transmission rates of state 
renewal information for client avatars 101, 102, 103 and 
10 4 , respectively. 

In the meantime, the client computers 30/1 to 30/n 
determine whether an event occurs by periodically checking 
the timer for generating event messages. If an event 
message is generated, a current state value is predicted by 
the dead reckoning algorithm on the basis of the latest 
state information just received from the server computer 10 
(S451 to S452) . 

Thereafter, the state value predicted by the dead 
reckoning algorithm is displayed to the clients 30/1 to 



30/n (for example, by means of graphs, three-dimensional 
objects, figures or the like) , and it is checked whether 
state renewal information arrives from the server computer 
10 (S453 to S454) . 
5 If state renewal information arrives from the server 

computer 10, the state information of the shared object 109 
that the client computers 30/1 to 30/n have is replaced by 
state information newly received; while if the state 
renewal information does not arrive from the server 

10 computer 10, the process returns to step S451, where it is 
determined whether an event occurs by periodically checking 
the timer (S455 to S456) . 

As described above, the present invention provides a 
method for transmitting state information in a client- 

15 server based networked virtual environment, in which the 
transmission rate of state renewal information is adjusted 
to be equal to the conventional transmission rate for 
clients near a shared object and to be smaller than the 
conventional transmission rate for clients away from the 

20 shared object, thereby reducing the entire transmission 
rate between the client and the server though preventing 
the client from experiencing a reduction in the quality of 
service and, consequently, allowing a given server to 
provide service to more clients. 

25 Although the preferred embodiments of the present 

invention have been disclosed for illustrative purposes, 
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those skilled in the art will appreciate that various 
modifications, additions and substitutions are possible, 
without departing from the scope and spirit of the 
invention as disclosed in the accompanying claims. 
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